WAGW® Flap Valve, Circular Type

With plain fiap, for anchor boiting
DN 200 to 600

VALVES

V_..PEWM Details
%/ /, , \ ) 4 Detail X
' |
) : Ao
_i___ _____ Ko V¥
|
|
| X U/ |=
'_V/Z <l ¥
it L. o -

Dimensions, Working Pressure,

i . Connectin
Body Flap Seal Slide rait nnecting
parts
zine-plated steel | zinc-plated steel chloroprene | plastic matesiai POM| S.8, A2
5.5.1.4301 | 8.5.1.4301 chloroprene | pasic materia Pom| 5.5, A2
3.8 1.4571 $.5.1.4571 chloroprene |plasic matesizl FOM| S.S. A4
Other materials or combinations available on request.
Example for Placing an Order
Flap Vatve, Circular Type, with plain flap . for anchor bolting.
catalogue sheet 12 51
Materials Dimensions
Body: DN: mm
Flap: Working pressure: bar
Seal:
Connecting parts:;

* Please specify in the enquiry/order

ERHARD - The Answer to Your Valve Problems

and Weights
ON| PN | QD[ OK Q0 L A E F G [suva
bir | mm | mm | mm i mm bmm | om ] ] mm 1]

2001 0.6 | 340 285 | 2809 350 § 340 | 280 | 1595 | 2490 18
250 ] 0.6 | 395 | 350 | 340 | 380§ aun | 250 | 220 |e6s | 22
3001 0.6 | M5) 400 | 300 580 {440 [ 280 | 245 | 200 | 28
4001 0.6 | 5651 345 | 4007 80§ 580 | 230 | 365 | 350 | <0
5001 6.8 5:'703626 5801 450 1 680 | 330 | 355 | 400 | 75
B800] 0.6 | 7801 725 | 690 | 450 1 750 | 230 (405 [a30 | 95

B=W width

H height

BR body width

HR body height

I.R body length

A distance

G supply line dia.

St steel

VA stainless steel

v on-seating

R off-seating

R12 G201 301

12.51



